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JOHNS-MANVILLE 
AMERICAN COLONIAL 
ASBESTOS ROOFING SHINGLES 

For many years, all the skill and ingenuity of 
the J-M Research Laboratory have been focussed 
on the objective of a roof that was more durable 
and more attractive, yet priced so low that it would 
be within the budget of any home-owner. This 
objective has been reached with Johns-Manville 
American Colonial Asbestos Shingles. Thousands 
of squares now in service all over the country on 
all types of buildings testify to their ready accep¬ 
tance by architects and owners. 

These shingles, made of two minerals — asbes¬ 
tos and cement — have the mellow beauty of 
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graining and texture of fine old weath¬ 
ered wood, yet freedom from fire risk — 
from rot—from expensive maintenance. 
Theirs is the clean-cut shadow lines, the 
simplicity and dignity of form invariably 
associated with their name “Colonial.” 

To beauty of design has been added 
beauty of color. American Colonial Shin¬ 
gles are offered in a soft green blend 
which harmonizes with natural surround¬ 
ings, a warm red blend which gives 
that distinctive contrasting touch and a 
blended black that is new and modern. 
There is also a white that is most suitable 
for southern homes and a natural gray. 

The answer to the problem of lower 
application cost is found in the size and 
shape of the American Colonial Shingle. 
It is an asbestos strip shingle which, on 
the roof, covers as much area as the five 
ordinary shingles it appears to be. Yet it 
is applied in one operation, self-aligned. 

American Colonial Asbestos Roofing 
Shingles are furnished 14" x 30", 80 
shingles per square, and weigh approx¬ 
imately 290 lb. per square. Complete 
application directions are available from 
any Johns-Manville office. 


Only 4 nails are re¬ 
quired in each Ameri¬ 
can Colonial Shingle. In 
this view, the starter 
course has been ap¬ 
plied, the felt has been 
laid and the first course 
started . . . right over 
the old roof. 


The pre-fa bricated 
"strip" can be applied 
in a fraction of the time 
it would take to lay the 
5 individual shingles it 
resembles. The corner of 
each strip lines up with 
the center point of the 
previous shingle. Align¬ 
ment is simple and 
accurate. 


Where it is necessary to 
cut shingles to fit along 
valleys; at the ridge; 
around dormers, etc., a 
shingle cutter, as shown, 
available from your 
dealer, cuts these Amer¬ 
ican Colonial Shingles 
in a clean, quick and 
efficient manner. 





Close-up showing texture and graining of 
J-M American Colonial Shingles 


Black Blend, a great favorite among the American Colonial Shingles. 


J-M American Colonial Asbestos Shingles are 
laid with a 6 " exposure. Eaves starters and hip and 
ridge shingles are available in matching colors. 
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JOHNS-MANVILLE 
ASBESTOS SIDING SHINGLES 
PROVIDE A BEAUTIFUL EXTERIOR 

Johns-Manville Asbestos Siding Shingles have 
all the beauty of texture found in the graining of 
weathered wood shingles and have made this 
charm available in a lasting, fireproof material — 
as permanent as stone. 

J-M Asbestos shingles will not rot, corrode, 
split or burn. They do not need periodic painting 
to preserve them. Yet, with all their advantages 
of beauty, fire protection and durability, these 
shingles cost no more applied than most other 
types of siding of comparable durability. When 
used for re-siding, they can be applied directly 
over the old wood siding. When combined with a 
roof of J-M American Colonial Shingles, they 
complete the protection of the exterior of the 
building from fire and weather. 

Permatone Colors 

The Permatone Shingles have a textured surface 
that has all the charm and interest of fine weath¬ 
ered wood. And this pleasing texture, combined 
with soft pastel colors, provides a shingle for 
exterior walls that is completely distinctive in ap¬ 
pearance. In addition these shingles are highly 
resistant to soiling in spite of long years of expos¬ 
ure to the weather. Especially recommended for in¬ 
dustrial cities where smoke and soot are prevalent. 
Colors available are Green Blend, Tan Blend and 
Silver Gray. 

Dover White 

The Dover White Shingle is an attractive clear 
white with the cedargrain texture of weathered 
wood. 

Both Permatone and Dover IF kite Shingles 
are furnished with a wavy edge or a straight edge. 


Permatone Green Blend Asbestos Siding Shingles 
(Also available in Silver Gray) 


Permatone Tan Blend Asbestos Siding Shingles 


Dover White Asbestos Siding Shingles 
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Green Blend 


Red Blend 


Printed in U.S.A. 


JOHNS-MANVILLE ASPHALT ROOFING AND SIDING SHINGLES 


Slate Blend 


Blue Blend 


Johns-Manville Asphalt Shingles 
are made of heavy felts saturated 
with the finest asphalt and surfaced 
with crushed mineral. They are made 
as strip shingles, both 
American and Hexago¬ 
nal styles, and as indi¬ 
vidual shingles, Dutch 
Lap and Hexagonal 
styles. These shingles 
are made in a variety of 
colors, including solid 
colors and blends. We 
particularly recommend 
the new Giant Asphalt 
Strip Shingle because 
of the extra protection. 
All J-M Asphalt Roofing Shingles listed in the 
J-M Building Material catalog carry the Under¬ 
writers’ Class C label. 

Complete data on colors, sizes, weights, expo¬ 
sure, etc., may be had on request at any Johns- 
Manville office. 


J-M Asphalt Shingles give a colorful, long-lived roof at low cost 
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